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Phone Email

Signature
CUSTOMER CONFIRMS ALL INFORMATION SHOWN IS ACCURATE.

Doors Galore
8160 120th Street (Scott Road) 
Surrey, B.C. V3W 3N3  |  604.543.8005 
doorsgalore@shaw.ca  |  doorsgalore.ca

SIDELITE DOOR EXTERIOR FORM

(Viewed when 
pushing door)

Jamb Size:

Jamb:  Primed Hemlock Comp. Smooth	Comp. Textured

Sill Size:

Swing: 
(circle one)

Handle Drilling: Single Drill Double Drill

Door Material: 	Smooth Fibreglass 	Steel 
 	Textured Fibreglass 	Wood

Door Style: 

Sidelite Style: 

Hinge: 	Brushed Chrome (26D) 	Polished Chrome (C26) 
 	Satin Nickel (C15) 	Antique Nickel (17A)	
 	Oil Rubbed Bronze (10B) 	Black (L1) 	Brass (C3)

Mailslot: No Silver Black White Brass

Peephole: No Silver  Black Brass 21" 23"

Security Plate:    No Fortress 12" Full Lip

Notes

EXTERIOR PAINTING INSTRUCTIONS       Standard White
Door  

Jamb 

Mouldings

EXTERIOR MOULDINGS

 Textured Comp (TC)               Smooth Comp (SM)  
 Paint Grade (PG)                     Hemlock 

Enter Quantites 3 ½ ft 7 ft 7½ ft

1 ½” Brick Mould

1 ¾” Brick Mould

2” Brick Mould

2 ¼” Brick Mould

1 x 2”

1 x 3”

1 x 4”

1 x 5”

1 x 6”

#3244 Crown

Doorstop

INTERIOR PAINTING INSTRUCTIONS       Standard White
Door  

Jamb 

Mouldings

INTERIOR MOULDINGS

 Paint Grade (PG)               Hemlock  
Enter Quantites 3 ½ ft 7 ft 7 ½ ft

2 ¼”   (356) 

2 ¾”   (T127)

3 ¼”   (T179) 

3 ½”   (T145)

1 x 2”

1 x 3”

1 x 4”

1 x 5”

1 x 6”

½” x ¾” BBC

Doorstop

Architrave

Ready By Installation Date

FINISHED 
UNIT SIZE

FINISHED UNIT SIZE

(optional)Rough Opening x

Open in L/H Open out L/HOpen in R/H

EXTERIOR

INTERIOR

EXTERIOR

INTERIOREXTERIOR

INTERIOR

EXTERIOR

INTERIOR

Open out R/H

®

"

"

""

4 9/16

5 3/8

6 9/16

6 3/8 7 3/8

Custom

or  Outswing

DOOR SIZE x ""


